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Panorama Antennas is officially 
Verizon Frontline Verified
Panorama Antennas is proud to announce that we are 
the first antenna vendor to be Verizon Frontline Verified.

This program is designed to help give first responders 
confidence that the equipment they purchase has been 
thoroughly tested with Verizon’s award-winning network.

Panorama Antennas 4G LTE and 5G antennas are already 
installed on many of the assets deployed by the Verizon 
Frontline Crisis Response Team for disaster response operations.
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4x4 MiMo 4G/5G Dual Sharkee® 
GP-IN2670

Distinctive OEM style Sharkfin design

Single hole mounting – reduces vehicle damage, installation time & cost

4x4 4G/5G MiMo across 600-6000MHz

4x4 WiFi 2.4-7.2GHz

Active GPS/GNSS L1 with advanced filtering

IP69K rated for outdoor use

Supplied with 5m (16.4’) extension cables

Allows for external VHF, UHF or combination whip for voice radio connectivity

Our products that are 
Verizon Frontline Verified

4G/5G 2x2 MiMo IoT Antenna 
LPAM-6-60

Omnidirectional antenna

Panel mount design

Single hole installation 

4G/5G ready

2x2 MiMo across 600-6000MHz

Versions available with optional GPS/GNSS 

IP69K rated for outdoor use

Low profile design

Integrated 3m (9.8’) cables

4x4 MiMo 4G/5G Omnidirectional Fixed Site Antenna 
DW-IN2713

Omnidirectional antenna

Wall, mast or desk mount

4G/5G ready

4x4 MiMo across 600-6000MHz

Versions available with optional GPS/GNSS 

IP66 rated for outdoor use

Supplied with 10m (32.8’) extension cables

4G/5G 2x2 MiMo Sharkee®  
SH-IN2618 

Discreet automotive style OEM Sharkfin design

Single hole mounting – reduces vehicle damage, installation time & cost

2x2 4G/5G MiMo across 600-6000MHz

3x3 WiFi 2.4-7.2GHz

Active GPS/GNSS L1 with advanced filtering

IP69K rated for outdoor use

Supplied with 5m (16.4’) extension cables


