
PRODUCT SPECIFICATIONS

Configure & price online SpecialT.net888.705.0777

Kingston Stationary
TRAINING ROOM TABLES
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WARRANTY 10-year parts and labor

B A S E  C O N S T R U C T I O N

• T-Leg, C-Leg, or Arched Leg
• Fully welded T-Legs or welded mounting plate with  
   bolted T, C, or Arched feet
• Standard height 29”
   Counter height 36”
   Bar height 42”
   Spring Clip Adjustable height 26” - 36”
   Spring Clip Adjustable height 34”- 42”
   Custom height 5” - 42”
• 2” diameter columns, 14 gauge steel
• 2” diameter feet, 14 gauge steel, steel end caps
• 5” x 8” x 7/32” steel welded mounting plate
• 1-3/8” diameter levelers
• 20 powder coat finishes
• Folding option for T or C legs
• Locking casters
• Tables over 108” L require a third leg
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Kingston constitutes the best value, complements various design styles, and provides a wide range of options - 
from numerous heights to casters, from folding to flipping - whatever is needed in today’s fast-paced office and 
classroom environments. 5 table shapes form 15 room configurations. This kind of smart flexibility throughout 
the day allows for quick and easy space adaptations to accommodate any group size or activity.
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OPTIONS

T-Leg

LEG STYLES

C-Leg Arched

O T H E R  A C C E S S O R I E S

• Modesty panels
• Privacy screens
• Grommets
• Power & Data
• Wire management

Quick Align
Table Connector

Caster for 
T & C Leg

Skate caster
for Arched Leg

https://www.specialt.net/tables/training_room_tables/kingston/config4?gs=0&st=0&sh=rec&sz=2460&qs=0&lc=1-ER&tb=TL&mp=undefined&gr=STD&tj=STD&pm=STD&eg=STD&bc=MS&lt=HPL&wr=STD&wv=STD&ch=STD&vt=FC&mt=RM&tc=1PT&pr=P3&fl=STD&ec=1-ER&th=STD&cs=STD


PRODUCT SPECIFICATIONS

Configure & price online SpecialT.net888.705.0777

Kingston Stationary
TRAINING ROOM TABLES

T F L 
• Matching color vinyl edge 

H P L
• Matching or contrasting color vinyl edge
• Wood edges
• Urethane edges

W O O D  V E N E E R
• 3mm or Knife edge style stained to match the veneer
• Square corners are standard
• Rounded corners are optional

EDGE OPTIONS

T F L 
• 1” low pressure, 45# core 
• Low pressure laminate on both sides
• Anti-sag top support is included with tables over 60” L

H P L
• Structure: 1 1/4” thick 45# density particle board core
• .038 paper backer sheet less than 48” 
• .038 phenolic backer equal or greater than 48” 
• High Pressure laminate
• Balanced laminate backer
• Round and square tops over 60” are 1 piece, 
   66” to 96” are 2 pieces
• Rectangle, boat, oval, and racetrack tops under 96”  
   are 1 piece. 108” to 144” tops feature 2 pieces with  
   optional one-piece for an upcharge
• Anti-sag top support is included with tables over 60” L

W O O D  V E N E E R
• Structure: 1 1/4” thick 45# density particle board core 
• .038 paper backer sheet less than 48” 
• .038 phenolic backer equal or greater than 48” 
• Largest one-piece tabletop is 12’ x 5’ 
• Biscuits and dog bones are standard for joining tops 
• Long grain match is standard on one-piece tops, short     
   grain is standard on multiple-piece tops 
• Alternative stains are available for an additional fee 
• Round and square tops over 60” are 1 piece, 
   66” to 96” are 2 pieces
• Rectangle, boat, oval, and racetrack tops over 120”  
   are made of  2 pieces

TOP OPTIONS

ALL TOPS ARE PRE-DRILLED

https://www.specialt.net/tables/training_room_tables/kingston/config4?gs=0&st=0&sh=rec&sz=2460&qs=0&lc=1-ER&tb=TL&mp=undefined&gr=STD&tj=STD&pm=STD&eg=STD&bc=MS&lt=HPL&wr=STD&wv=STD&ch=STD&vt=FC&mt=RM&tc=1PT&pr=P3&fl=STD&ec=1-ER&th=STD&cs=STD

