
Features  

• Elastomeric back suspension system for even 
and gentle back support 

• The backrest continuously supports the natural 
lazy "S" curve of your spine 

• Standard with height and width adjustable arms 
(G3) with "sliding armcaps" that articulate in-
wards 30 degrees 

• Pneumatic back and seat height adjustment 

Upholstery options 

• Any Global fabric, vinyl, leather, or leather/
bonded leather combination 

Specifications 

Dimensions . . . . . . . . . . . . . . . 26”W x 25”D x 48”H 

Seat height . . . . . . . . . . . . . . . . . . . . . . . . .16” - 20” 

Weight. . . . . . . . . . . . . . . . . . . . . . . . 60 lb / 27.3 kg  
 

Volume. . . . . . . . . . . . . . . . . . . . . . . .11 ft
3  

/ .31 m
3  

ObusForme Elite 

2770-3 
High Back Multi-Tilter 

ObusForme chairs are tested to meet or exceed ANSI / 
BIFMA seating standards. These test procedures evalu-
ate seating for function, safety, durability and structural 
adequacy. Your assurance of a quality product.  As a 
result, all ObusForme seating products proudly carry a 
Lifetime Warranty.  We have made every effort to en-
sure accuracy. Specifications are subject to change.  
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Ergonomic Features 

Tension Adj. Tilt Lock  Seat Height  Back Height Seat Depth Seat Angle Adj. Back Angle Adj. 

Arm Height Waterfall Seat 

Contoured 
Cushion 

Width Adj. 
Arms Arm Rotation Centre Tilt 

Soft Descent 
Pneumatic Lift 


