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Speco Technologies is constantly developing product improvements.
We reserve the right to modify product design and specifications without notice and without incurring any obligation.

HTD5TG
(Dome Camera)

HTB5TG
(Bullet Camera)

5MP TVI IR Series



Features Package Specifications OSD Menu

OSD Menu

AE

AWB

DAY-NIGHT

IMAGE ENHANCE

VIDEO OUTPUT

VIDEO OUTPUT / CVBS LANGUAGE

RESET
SAVE-EXIT
EXIT

AE / BRIGHTNESS / BLC

AE / BRIGHTNESS

AWB / MODE

AWB / MODE

IMAGE ENHANCE

VIDEO OUTPUT / TVI & AHD & CVI & CVBS

AE / BRIGHTNESS / GLOBE

Cable Connection

Dimension

Install

● 5Mega Pixel
● HD-ANALOG (TVI, AHD, CVI)
● D-WDR
● 2.8mm Fixed Lens
● 6 High Power IR LED / 66ft
● DC12V

● HTD5TG

● HTB5TG

1. WHEN USING 12 VOLTS DC

   (constant voltage 500mA)

You may select the OSD menu items to 

adjust by using OSD buttons for your desire. 

To use OSD menu, press SET button and 

SET UP will appear as shown on the screen.

AEㅣ
AWB
DAY-NIGHT
IMAGE ENHANCE
VIDEO OUTPUT
LANGUAGE                ◀ENGHLISH▶

RESET
SAVE-EXIT
EXIT
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DAY-NIGHT
IMAGE ENHANCE
VIDEO OUTPUT
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DAY-NIGHT
IMAGE ENHANCE
VIDEO OUTPUT
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RESET
SAVE-EXIT
EXIT
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AWB
DAY-NIGHT
IMAGE ENHANCE
VIDEO OUTPUT
LANGUAGE                ◀ENGHLISH▶

RESET
SAVE-EXIT
EXIT

AEㅣ
AWB
DAY-NIGHT
IMAGE ENHANCE
VIDEO OUTPUT
LANGUAGE                ◀ENGHLISH▶

RESET
SAVE-EXIT
EXIT

AEㅣ
AWB
DAY-NIGHT
IMAGE ENHANCE
VIDEO OUTPUT
LANGUAGE                ◀ENGHLISH▶

RESET
SAVE-EXIT
EXIT

AEㅣ
AWB
DAY-NIGHT
IMAGE ENHANCE
VIDEO OUTPUT
LANGUAGE                ◀ENGHLISH▶

RESET
SAVE-EXIT
EXIT

HD                                  ◀CVBS▶

VIDEO STANDARD          ◀NTSC▶

REBOOT & APPLY
RETURE

BRIGHTNESSㅣ                   ◀14▶

EXPOSURE                      ◀BLC▶

LEVEL
RETURN

BRIGHTNESSㅣ                   ◀14▶

EXPOSURE                      ◀BLC▶

LEVEL
RETURN

MODEㅣ                           ◀MWB▶

RGAIN                              ◀40▶

BGAIN                              ◀30▶

RETURN

MODEㅣ                            ◀EXT▶

RETURE

CONTRASTㅣ                      ◀10▶

SHARPNESS                       ◀5▶

COLOR GAIN                     ◀5▶

DNR                                   ◀3▶

MIRROR                       ◀DEFAULT▶

D-WDR                             ◀ON▶

RETURE

HD                                   ◀TVI▶
VIDEO STANDARD        ◀5MP 30▶

REBOOT & APPLY
RETURE

1~16
1~16
1~16
1~16
HV, V, H
OFF

HD  TVI/AHD/CVI
VIDEO STANDARD  5MP 25/5MP 15/

1080P 25/
1080P 30

BRIGHTNESSㅣ                   ◀14▶

EXPOSURE                    ◀GLOBE▶

LEVEL
RETURN

BRIGHTNESSㅣ 1~20

MODEㅣ MWB/ATW

MODEㅣ AUTO/COLOR/B/W

VIDEO STANDARDㅣ NTSC/PAL LANGUAGEㅣ ENG/CHI

MODEㅣ AUTO/COLOR/B/W

EXPOSUREㅣ 1~9

Move the arrow to select 
functions by use UP/DOWN 
& LEFT/RIGHT buttons.

2. CONNECT VIDEO CABLE

WHEN USING IT AS VIDEO OUTPUT, 

CONNECT BNC CABLE TO THE BNC JACK.
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1.Base Housing

2.Camera

3.Dome cover

4.Screws for fixing

5.OSD Joystick

6.DC12V & Video

1.Bolt

2.Sun Shield

3.Body Case

4.Bracket

5.OSD Joystick

6.DC12V & Video

Video

Resolution
Image Sensor

Scanning System
Total Pixels

Video Output
TV System

Min. Illumination

Frame Rate
S/N Ratio

Operational
DAY & NIGHT

Brightness
Shutter

Sens UP
AGC(Gain Control)

WDR
AWB
DNR

Color Gain
Mirror

FLIP
Language

Defog
Motion
Privacy

IR Distance
Remote Control interface

Lens
Focal Length

Max. Apeture Ratio
Focal Control

Lens Type
Environmental

Ingress Protection
Operation Temperature

Electrical
Input Voltage // Current

Power Consumption
Weight

Weight

1/2.7” 5Mega Pixel C-Mos Sensor
2,688 x 1,944 (5MP)
Progressive Scan
2,688 ( H ) x 1,944 ( V )
HD-ANALOG (TVI, AHD, CVI)
NTSC / PAL
Color 0.5 Lux , BW 0.1 Lux
52dB ( AGC off )
20fps // 5MP , 30fps // 4MP

IR Cut Filter // Auto, Color, B/W, EXT 
1 ~ 20  
-  
-  
0 ~ 20  
D-WDR / ON / OFF  
ATW / MWB 
2D-DNR (1~16)  
1~16  
DEFAULT / H / V/ HV  
- 
-  
-  
-
-  
6 High Power IR LED / 66ft  
UTC  

2.8mm  
F=2.0  
Manual  
Fixed  

IP 66  
14̊  F ~ 122̊  F

12V DC +10% 
Max. 5W

0.7 Ibs  

Screw
3EA

Screw
3EA

Screw
4EA

Screw
4EA

Plastic Anchors
4EA

Plastic Anchors
4EA

Torx-Wrench
1EA

Junction Box
1EA

L-Wrench
1EA

Junction Box
1EA


