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Obtain an IP address automatically

Obtain DNS server address automatically

Use the following IP address:

IP address:

Subnet mask:

Default gateway:

Preferred DNS server: 

Alternate DNS server: 

Internet Protocol Version 4 (TCP/Pv4) Properties

General Alternate Configuaration

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
dor the appropriate IP settings. 

Use the following DNS server addresses:

Validate settings upon exit Advanced...

CancelOK
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172.16.4.1

172.16.4.1\administrator

Enter your credentials 

Cancel

Windows Security

OK

Password

Password

Hostname
DICENTIS

DCNM-SERVER

System server

Mat/N:F.01u.364.222

S/N: 4CE90911ZB

Bosch Security Systems BV

Password

Hostname

DICENTIS

DCNM-SERVER

System server

Mat/N:F.01u.364.222

S/N: 4CE90911ZB

Bosch Security Systems BV

Change a password

Cancel

Administrator

Old password

New password

Confirm password

Create a password reset disk

Sign out

Change a password

Task Manager

Lock

Cancel

<CTRL>+<ALT>+<END>
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Stop services

Restart services

Activate licenses

About

Upgrade devices

Please select a network interface to use 

Network adapter 

OMNEO Firmware Upload Tool

OMNEO Firmware Upload Tool

OMNEO Firmware Upload Tool

File  

Devices

Discovered “DCNM-APS” devices: 1 

Device name
CAP6-00988 3.20.20753 Idle

Version State Progress

View Help

Intel(R) Ethernet Connection (7)I219-LM

Realtek USB GbE Family Controller

Intel(R) Ethernet Connection (7)I219-LM

DCNM-APS

upload

Stop services

Restart services

About

Upgrade devices

Activate licenses

Change account settings

Lock

Sign out

For product related information, free software
download and documentation, visit:
www.boschsecurity.com

For the latest software versions, go to:
https://licensing.boschsecurity.com/software

For China ROHS, see:
http://cn.boschsecurity.com/rohs

Information about the Open Source Software
used in this product is available from
C:\Program Files\Bosch\DICENTIS\Notice.rtf
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